
LO U D S P E A K E R  SYSTEM  
ZgB 150-8-651 (ALTUS 300)

TECH N IC A L DATA

System type 
Rated impedance 
Rated frequency range 
Rated input power 
Max. input power 
Sensitivity
Crossover frequencies 
Loudspeakers: >

Dimensions
Mass

9 6111 272 01

bass-reflex8 n
35 - 20000 Hz 

150 W 
300 W  

92 dB 
600,6000 kHz

GDN 30/100/1-8 Q  
GDM 18/80-8 O  

G D W T 9/80/5F -  8 C  
43 5x8 90 x33 5 mm 

24 kg

FREQUENCY RESPONSE CURVE
Measured in anechoic room at 1W, lm ,free field.
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ZgB 150-3-651 (ALIUS 300) 9 6111 272 01

INDEKSY PODZESPOŁÓW  SERW ISOW YCH

GDN 30/100/11 -8  ohm 
GDM 18/80-8 ohm 
G D W T 9/100 FP -8  ohm 
Zwrotnica elektryczna

9 5151 275 06 
9 5153 090 02
8 4141 041 25 (membrana)
9 5291 144 19

8 4171 301 01

GDWt 9/100 FP 
8 ohm

SCHEMAT ZWROTNICY ELEKTRYCZNEJ
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