
Schottky Bipolar 8222

DYNAMIC MEMORY 
REFRESH CONTROLLER

Adjustable Refresh 
Request Oscillator

Ideal for 8107A,8107B 
4K RAM Refresh

The 8222 is a refresh controller for dynamic RAMs requiring row 
64 organization). The device contains an accurate refresh timer

Internal Address 
Multiplexer

Up to 6 Ron 
(6 4 x 6 4

ses

Ipw inpuit addresses (or 4K bits for 64 x 
cy can be4set by an external resistor and ca

pacitor) plus all necessary control and I/O circuitry to provide for the requ irem^hts of dynamic RAMs. The chip's
high performance makes it especially suitable for use with high speed N-channel RAMsTike the 8107B. The 8222 is designed 
for large, asynchronously driven, dynamic memory systems. %  ; ^
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PIN C O N FIG U R ATIO N BLOCK DIAGRAM

ADDRESS INPUT A 2 Q  

ADDRESS INPUT A 1 Q  

ADDRESS INPUT A Q Q  

ADDRESS OUTPUT O0 Q  

ADDRESS OUTPUT 0 , Q  

ADDRESS OUTPUT 0 2 Q  
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3  A 3 a d d r e s s  in p u t  

16 12  A4 a d d r e s s  in p u t  

15 □  a 5 a d d r e s s  in p u t  

14 3 ° 5  ADDRESS OUTPUT 

13 3 ° 4 ADDRESS OUTPUT 

12 □  0 3 ADDRESS OUTPUT
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CX/RX  ------------


