
BiMintiEB 3-2 2-3-INPUT ANDOR EXPANDER (FOR USE 
E l  WITH N74H50, N74H53, N74H55 CIRCUITS)

SCHEMATIC (each gate)

N74H62—A,F

DIGITAL 54/74 TTL  SERIES

N74H62

PIN CONFIGURATIONS

N O TE S :
1. Connect to X input of N74H50, N74H53, or N74H55 

circuit.
2. Connect to X input of N74H50, N74H53, or N74H55 

circuit.
3. Com ponent values shown are nominal.

A,F PACKAGE

n n n n n n n

D □ □ □ □ □ u

RECOMMENDED OPERATING CONDITIONS

Supply Voltage Vc c  4.75V to 5.25V
Maximum number of expanders that may be fanned-in to one N74H50, N74H53, or

N74H55 circuit 1

ELECTRICAL CHARACTERISTICS (unless otherwise noted T A -  0°C to 70°C)

PARAMETER TEST CONDITIONS MIN TYP"'" MAX UNIT

v in(1) Logical 1 input voltage 
required at all input 
terminals of one AND 
section to ensure 
output is in the on 
state

Vcc = 4.75V 2 V

Vjn(0) Logical 0 input voltage 
required at one input 
terminal of each AND 
section to ensure 
output is in the off 
state

Vcc  = 4.75V 0.8 V

V0n On-state output voltage VCC = 4.75V, Vin =2V,

>II> 0.4 V
lon ■ 6.3mA, H > II o 0

O

Vcc  = 5.25V, Vin =2V, V t 4 OittV, 0.4 V
'on = 7.4mA, T A = 70°C

'off Off-state output Vcc = 4-75V* Vin =0.8Y, V t = 45V, 570 mA
current R = 5750,

O0OH<

'on On-state output current V r r  = 4,75 V , 
r f - o ° c

>CMIIc> V1 = w , -600 m a
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DIGITAL 54/74 TTL  SERIES ■ N74H62

ELECTRICAL CHARACTERISTICS (Cont'd)

PARAMETER TEST CONDITIONS MIN TYP MAX UNIT

I in (0) Logical 0 level input 
current (each input)

VCC = 5.25V, V jn = 0.4V -2 mA

ljn(U  Logical 1 level input 
current (each input)

V C C  - 5 25V- Vin - 2.4V 
Vc c  = 5.25V, Vjn - 5.5V

50
1

m a

mA

*CC(on) On-state supply current Vcc = 5.25V, V jn = 4.5V, 
V , - 0.85V

3.8 7 mA

*CC(off) Off-state supply 
current

Vcc = 5.25V, V jn = 0, 
V , = 0.85 V

6 9 mA

OUTP U T CAPACITANCE Vcc and GNO terminals open. T ą  ■ 25°C

PARAMETER TEST CONDITIONS MIN TYP MAX UNIT

Cx Effective capacitance 
of output transistor Q-|

f -  1 MHz 1.3 PF

r All typical values are at V c c  = 5V, T A  = 25°C.
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