
DUAL 4-INPUT POSITIVE NAND GATE 
WITH OPEN-COLLECTOR OUTPUTS

S54S22— A,F,W  • N 7 4S 22 -A .F

S54S22
N74S22

DIGITAL 54/74 TTL SERIES
SCH EM ATIC (each gate)

N O TE: Component values shown are nominal.

PIN CO N FIG U R A TIO N S

W PACKAGE
VCC 2D 2C NC 2B

A ,F PACKAGE

Vcc 20 2C NC 2B

RECOM M ENDED O P ER ATIN G  CO N D ITIO N S

S54S22 N74S22
U N IT

MIN NOM M AX MIN NOM M AX

Supply Voltage V q q 4.5 5 5.5 4.75 5 5.25 V

Normalized Fan-Out fijom any Output, N 10 10

Operating Free-Air Temperature, T ą -55 125 0 70 ° c

E L EC TR IC A L  C H A R A C TER IS TIC S  (over recommended operating free-air temperature range unless otherwise noted)

PARAM ETER T E S T  C O N D ITIO N S * MIN TY P  ** MAX U N IT

2 V

0.8 V

V c c  = MIN, 1, = -18m A -1.2 V

V c c  = MIN, 

V 0H  = 5.5V

V||_ = 0.8V,
250 M A

V c c  = MIN, 

Iq L = 20mA

>CMliI>

0.5 V

v c c  = m a x . V| -  5.5V 1 mA

V CC = M A X - V| = 2.7V 50 n A

V CC = M A X < V, = 0.5V -2 mA

v C c  = m a x . All inputs at OV 1.5 3.3 mA

v c c  = m a x . All inputs at 5V 5 9 mA

'OH

High-level inplut voltage 

Low-level inppt voltage 

Input clamp Voltage

High-level outjput current

V q l  Low-level output voltage

11 I nput current at max imum input voltage

l|H High-level inplut current (each input)

111_ Low-level input current (each input)

Supply currert, high-level output 

*CCH (average per gate)

Supply current, low-level output 

*CCL (average per gbte)
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D IG ITAL 54/74 T T L  SERIES ■ S54S22, N74S22

SW ITCHING C H A R A CTER IS TICS , V c c  -  5V, T A  = 25°C, N = 10

* For conditions shown as MIN or M AX, use the appropriate value specified under recommended operating conditions for the applicable 
device type.

** All typical values are at V ę c = 5V, T A = 25°C.

N O TE  1: Load circuit and waveforms are shown on page 2-293
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