
NJM3359 

LOW P O W E R N A R R O W B A N D FM IF 

• GENERAL DESCRIPTION • 
The NJM3359 is a low power narrow band FM detector integrated 

circuit fo r FM dual convers ion of communica t ion equ ipment . T h e 
N J M 3 3 5 9 inc ludes osc i l l a to r , l imi t ing ampl i f i e r , A F C c i rcui t , 
quadrature detect,; operational amplifier, squelch circuit, scan-control 
and muting switch. 

The NJM3359 is a circuit of NJM3357 plus one stage limiting IF 
amplifier and A F C output terminal. 

• FEATURES 
• L o w O p e r a t i n g Cur ren t ( 3 . 6 m A typ @ V + = 6 V ) 

• Input L imi t ing V o l t a g e (2 .0 yt/Vrms typ @ — 3 d B ) 

• M i n i m u m o the r parts . 

• P a c k a g e Out l ine D I P 1 8 

• Bipolar T e c h n o l o g y 

• RECOMMENDED OPERATIONAL CONDITION 
• Opera t ing V o l t a g e 4 ^ 9 V 

• PIN CONFIGURATION 

PACKAGE OUTLINE 

NJM3359D 

NJNI3359D 

PIN F U N C T I O N 

Pin No. 

1. crystal 

2. crystal 

3. mixer ou tpu t 

4. V ' 

5. l imitter input 

6. de-coupl ing 

7. de-coupl ing 

S. de t ec to r input 

9. d e - m o d u l a t o r input 

K). d e - m o d u l a t o r o u t p u t 

11. A F C 

12. fi l ter input 

13. fi l ter o u t p u t 

14. skclch input 

15. scan, cont ro l 

16. aud io mut ing 

17. G N D 

IS. R F input 
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NJM3359 

m ABSOLUTE MAXIMUM RATINGS (Ta=25°C) 

P A R A M E T E R S Y M B O L R A T I N G S U N I T 

Supply Vol tage V* 12 V 

Input Voltage Vis 1.0 Vrms 

Mut ing Function VK, - 0 . 7 - 1 2 Vl'K 

Operat ing Tempera ture Range- Topr - 2 0 - 7 5 V 
Storage Tempera ture Range Tsiiz - 4 0 - 1 2 5 °c 

• ELECTRICAL CHARACTERISTICS (V + =6V, tb=io .7MHz, Af=±3.okHz, rmKi=i.okH/., Ta=25°C) 

P A R A M E T E R PIN MIN. T Y P . M A X . U N I T 

Operat ing Current P . N 4. S 
Squelch O F F — 3.6 6.0 m A 

Squelch O N — 5.4 7.0 m A 

Input Sensitivity (S/N: 20dB) — 8.0 — AiVrms 

Input Limitting Voltage ( - 3 d B ) — 2.0 — /LtVrms 

Mixer Voltage Gain P i N 1 8 - P 1 N 3 0 p e n — 33 — dB 

Mixer Intercept Point 50J1 input — - 1 . 0 — d B m 

Mixer Input Resistance — 3.6 — k f ! 

Mixer Input Capaci tance — 2.2 — pF 

Recovered Aud io Ou tpu t Voltage P I N ' 0 . V , N = 1 . 0 m V r m s 450 700 — m V r m s 

Detec tor Cen te r Frequency Slope P I N I O — 0.3 — V/kHz 

A F C Cente r Frequency Slope P , n 1 I . R , = » — 12 — V/kHz 

Filter Gain f i n = 10kHz, V , N = 5 m V 40 51 — dB 

Squelch Threshold Voltage P IN14, lOkfi - — 0.62 — v(,c 

Scan Control Current P,N15-

P , n I 4 - High — 0.01 1.0 l*. A 

- Low 2.0 2.4 — m A 

Mute Switch Impedance P IN16 - G N D 

. P I N ' 4 - High — 5.0 10 n 
- Low — • 1.5 — M i l 
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NJM3359 

• TEST CIRCUIT 

= 6 V 

• APPLICATION EXAMPLE 

scanner rece iver 

•V* = 6 . 0 V 
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NJNI3359 

TYPICAL CHARACTERISTICS 

Input-Output 
( V + = 6 .0V, f i n = 1 0 . 7 M H ? , / J f = ± 3 k H z , 

fmo[l = l kHz 
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Demodulator Output 
( f l n = 1 0 . 7 M H z , fmod — l k H z , Al= + 3 k H z , 

V|n = l m V n n s ) 
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Temperature Characteristics 
( V + = 6 .0V , fm = 1 0 . 7 M H z , fmod — 1 k H z , 

A i — ± 3 k H z , S / N : V | n = l m V r n , 5 , 

S e n s i t i v i t y : Vm = 8 . 0 / J V r m s ) 
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NJM3359 

MEMO 

[CAUTION] 
The specifications on this databook are only 

given for information , without any guarantee 
as regards either mistakes or omissions. The 
application circuits in this databook are 
described only to show representative usages 
of the product and not intended for the 
guarantee or permission of any right including 
the industrial rights. 
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