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Rectifiers
Medium Current
Junction Rectifier

I 1N2154-60.R I
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electrical ratings and specifications i*o cps, R.v«ive <,, inducts.

Max. Allow. Transient Peak Reverse 1
Voltage (\n -Recur ren t 5 millisec.
max. duration 1

Max. Allow. Peak Reverse Voltaire
(Repet i t ive)

Max. Allow. RMS Voltaire

Max. Allow. DC Blocking Voltage"''

Max. Allow. Forward Current (Single
Phase — 145'C stud temp.)

Max. Aliow. Peak One-Cycle Surge Current

I'-'t Rulings ( f o r f u s ing )
( f o r t -•- .CHIOS < t < .0083 seconds!

Max. Fu!3 Load Voltage Drop (Full Cycle
Average — 1-15'C stud temp.)

Max . Leakage Current at Full Load (Full
Cycle Average, Single Phase
1-55'C stud temp.)

Max. Thermal Resistance ( j u n c t i o n to stud)
Junction Operating and Storage

Temperature Range
•Maximum vottaR*1* apply with « heat sink thermal resistance of 12*C''watt or less at maximum rated junction temperature.

• •Mnximum vbltmcra apply with n heat nink therm«l ro^isunre "( 5'C/wHtt or l«u lit m*ximum rated junction temperature.
•••Knr RMS suree turrent rattnits in nub-cycle realnn (less than nne cycle) ax a funclion of t, «e» Curve IX.
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Quality Semi-Conductors


