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1N3154
thru

1N3157A
TEMPERATURE COMPENSATED ZENER REFERENCE DIODES

8.4 VOLT NOMINAL ZENER VOLTAGE

MAXIMUM RATINGS *
Ooeratmg Temperature .55 OQ to +200 °C
Storage Temperature _55 OQ ^0 .,.200 °C
DC Power Dissipat.on 50Q mW „ 50 oc

Power Derating 3 33 mw/°C above 5C °C

* ELECTRICAL CHARACTERISTICS @ 25 C, unless o the rw ise spec i f ied

JEDEC

TYPE

NUMBERS

IN 31 54

1N3154A

1N31S5

1N3155A

1N3156

1N31S6A

1N31S7

1N3157A

V

ZENER

VOLTAGE

vz Q lit

VOLTS

8.00-8.60

8.00-8.60

8.00-1.80

8.00-8.80

8.00-8.80

8.00-6.60

6.00-8.80

6.00-8.60
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mA
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TEMPERATURE
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(Notl 2)

A vn
MAXIMUM

mV

132

170

85

86

26

34

13
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TEMPERATURE

RANGE

•c

•55 to +100

-55 to +160

-55 to +100
-55 to +150

-55 to +100

-55 to +150

-55 to +100

-66 to +150

N

EFFECTIVE

T E M P E R A T U R E

COEFFICIENT

"./C

.01

.01

.005

.005

.002

.002

.001

.001

0 107 MAX 1 „ , ..
2.718 DIA J

Polarity 1 1 0.300
Band »| | 7.620

(Cathodo) A

25"4 MINl
018/022 . . j
4S7/.5SB ' Y

inch
All Dimension* in

mm

DO~7

DESIGN DATA

CASE: Hermetically sealed
glass case.

LEAD MATERIAL: Cooper Ciad Sie

* JEDEC Registered Data.

NOTE 1: Zener impedance is derived by superimposing on Izt
a 60 Hz rms a.c. current equal to 10% of Izt.

NOTE 2: The maximum allowable change observed over the
entire temperature range i.e., the diode voltage
will not exceed the specified mV at any discrete
temperature between the established limits.

LEAD FINISH: Tn Plate

THERMAL RESISTANCE:
250 °C/w (Typical)
junction to ambient.

POLARITY: Diode to be operated
with the banded (cathode)
end positive with respect to
the opposite end

WEIGHT: 0 2 Grams

MOUNTING POSITION: Any


