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SPRINGFIELD, NEW JERSEY 07081
U.S.A.

TELEPHONE: (973) 376-2922
(212) 227-6005

FAX: (973) 376-8960

• 0.2 AND 0.5 AMP SCHOTTKY BARRIER RECTIFIERS

• HERMETICALLY SEALED

• METALLURGICALLY BONDED

• DOUBLE PLUG CONSTRUCTION

MAXIMUM RATINGS - 0.2 AMP DEVICES
Operating Temperature: -65'C to -t-125'C
Storage Temperature: -65"C to +15Q°C
Average Rectified Forward Current: 0.2 AMP @T|_ = +100°C, =3/8"
Derating: 8.0 mA / *C above TL = +1 OCTC, L = 3/8"

ELECTRICAL CHARACTERISTICS @ 25°C, unless otherwise specified.

GDI
TYPE

NUMBER

1NM75

1N«7«

1NW77

DSB0.2A20

DSBO.ZA30

DSB0.2A40

WORKING PEAK
REVERSE
VOLTAGE

VRWM
VOLTS

20

30

40

20

30

40

MAXIMUM FORWARD VOLTAGE

Vp 3 20 mA

VOLTS

0.37

0.37

0.37

0.37

0.37

0.37

VF m 2°0 mA

VOLTS

0.50

0.50

0.50

0.50

0.50

0.50

Vp ® (30 mA

VOLTS

0.70

0.70

0-70

0.70

0.70

0.70

MAXIMUM REVERSE
LEAKAGE CURRENT
AT RATED VOLTAGE

IR @ +35-C

L_ "*
5,0

5.0

5.0

5.0

50

5.0

IR a +i«rc
mA

0.6

0.6

o.e
0.6

0.6

0.6

MAXIMUM
CAPACITANCE «

VR • 0 VOLTS
f*1.0MHx

CT
PICO FARADS

SO

50

50

50

50

50

»

0.055/0.090 1
1.40 / 12.29

w— LICMIOKl

0 018 / 0 022
0,'«7/ 0.559

>-

0.130 / 0.200
. 3.05/5.08

25.400

JKK.

1N6675thru 1N6677

and

DSB0.2A20 thru DSB0.2A40

and

DSB0.5A20 thru DSB0.5A40

MAXIMUM RATINGS - 0.5 AMP DEVICES
Operating Temperature: -65°C to +125°C
Storage Temperature; -65°C to +150°C
Average Rectified Forward Current: 0,5 AMP @ +75°C
Derating: 6.67 mA / °C above +75°C

ELECTRICAL CHARACTERISTICS @ 25°C, unless otherwise specified.

CDI
TYPE

NUMBER

DSB0.5A20

DSBO.SA30

DSB0.5A40

WORKING PEAK
REVERSE
VOLTAGE

VRWM

VOLTS

20

30

40

MAXIMUM
FORWARD VOLTAGE

VF@0.1A

VOLTS

0,50

0,50

0.50

Vp @ 0.5A

VOLT*

065

0.65

0.66

MAXIMUM REVERSE
LEAKAGE CURRENT
AT RATED VOLTAGE

IR « *2S'C

,lA

10,0

10.D

100

lflS+100'C

mA
1.0

t-0
1.0

MAXIMUM
CAPACfTANCE (9

VR » 0 VOLTS
f^l.OMHl

CT

PICO FARADS
60

60

60

DESIGN DATA

CASE: Hermetically sealed, DO-35

LEAD MATERIAL: Copper clad steel

LEAD FINISH: Tin / Lead

THERMAL RESISTANCE: (RojEC>:

250 'CVW maximum at L = .375 inch

: 20THERMAL IMPEDANCE:
'C/W maximum

POLARITY: Cathode end is banded.

MOUNTING POSITION: Any

NJ Semi-Conductors reserves the right to change test conditions, parameter limits and package dimensions without
notice. Information furnished by NJ Semi-Conductors is believed to be both accurate and reliable at the time of going
to press. However. NJ Semi-Conductors assumes no responsibility for any errors or omissions discovered in its use.
NJ Semi-Conductors encourages customers to verify that datasheets are current before placing orders.

Quality Semi-Conductors


