
20 STERN AVE.
SPRINGFIELD, NEW JERSEY 07081
U.SA 9.0 VOLT

TEMPERATURE
COMPENSATED

ZENER REFERENCE
DIODES

TELEPHONE (973) 376-21
(212)227-6(

FAX: (973) 376-8£

FEATURES
• ZENER VOLTAGE 9.0V
• 1N935B. 937B. 9388,9408 HAVE JAN. JANTX. JANTXV. AND -1 QUALIFICATIONS

TO MIL-S-19500/156
• S1N939A
• RADIATION HARDENED DEVICES AVAILABLE (SEE NOTE 5)

MAXIMUM RATINGS

Operating Temperature: —65°C to +175°C.
Storage Temperature: -65°C to +]75°C
DC Power Dissipation: 500 mW @ 25°C.
Power Derating: 3.3.3 mW/'C above 25°C.

'ELECTRICAL CHARACTERISTICS
@ 25 °C, unless otherwise specified
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: JEDEC Roistered Data

NOTE 1 When ordering devices with tighter tolerances than specified, use
a nominal center voltage of 9.2V.
NOTE 2 Measured by superimposing 0.75 mA ac rms on 7.5 mA DC &
25°C.
NOTE 3 The maximum allowable change observed over the entire tempera-
ture range i.e., the diode voltage will not exceed the specified niV change at
any discrete temperature between the established limits.
NOTE 4 Voltage measurements to be performed 15 seconds after applica-
tion of DC current.
NOTE 5 Designate Radiation Hardened devices with "RH" prefix instead
of "IN", i.e. RH938A instead of 1N938A.

•MCKAMCAL
CHAMACTWMTICa
CASE: Hermetically sealed glau

case. DO-7.

FINISH: All external surfacei ire
corrosion resistjnt and leads sol-
dcritble.

THERMAL RESISTANCE: 300°C/
W (Typical) junction to lead at
0.375-lncliei from body.

POLARITY: Diode tu be operated
with the banded end positive
with respect to the opposite end.

WEIGHT: 0.2grami,

MOUNTING POSITION: Any.


