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Silicon Controlled Rectifiers
Reverse Blocking Triode Thyristor

2N4199
thru

2N4204

SCRt
100 AMPERE PULSE
300 thru 800 VOLTS

MAXIMUM RATINGS

Rating

Paak Havana Blocking Voltaga (1) (Tj - 106'C)

•Paak Forward Blocking Voltaga (1) 2N4199
(Tc - 106*C> 2N4200

2N4201
2N4202
2N4203
2N4204

Rapatltiva Peak On-Stata Currant
(PW - 3 M*, Duly Cyd* - 0.6%, TC - 86'C)

Contlnuoua On*Stata Currant (Tc - 86'C)

Currant Application Rata (2)

Paak Forward Gata Powar

Avaraga Forward Gata Powar

Paak Forward Gata Currant

Paak Gata Voltaga — Forward
Ravaria (3)

Oparatlng Junction Tamparatura Ranga
Blocking Stata
Conducting Stata

Storaga Tamparatura Ranga
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NJ Semi-Conductors reserves the right to change test conditions, parameter limits and package dimensions without
notice. Information furnished by NJ Semi-Conductors is believed to be both accurate and reliable at the time of going
to press. However, NJ Semi-Conductors assumes no responsibility for any errors or omissions discovered in its use.
NJ Semi-Conductors encourages customers to verify that datasheets are current before placing orders.
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